CONSTRUCTION NOTES

H. USE EXISTING CONDUIT.
A ANTALL HANDROLE. J. USE EXISTING STRAIN POLE.
8. INSTALL 40-FOOT CLASS IT WOOD POLE. J- USE EXISTING STRAIN PO
® S T e e e B0 ELECTRICAL CONDUIT = TRENCHED. [ INSTALL 40-FOOT CLASS 11 WOOD POLE WITH BACK GUYS. 2 INCH DIAVETER PVC CONDUIT
. EATHERHEAD.
© INTERCONNECT CABLE AT 20-FZET ABOVE GROUND. o o TETPATE M. INSTALL 6 FT. X 6 FT.VEHICLE LOOP DETECTOR (4 TURNS), CENTERED IN TRAVEL LANE.
- [NIERCOMNEL CADLE AT 20-fEET Af N. INSTALL 1" GALVANIZED CONDUIT FOR SAMPLING LOOP LEAD-IN CABLE.
o TneTa e e e e el R e e Bl ECTRICAL CONDUIT — BORED P. REMOVE EXISTING HANDBOX AND CONDUIT ALONG SOUTHBOUND MD 27.
‘ Q. CAP_AND ABANDON EXISTING CONDUIT. e
R. REMOVE EXISTING LOOP DETECTOR CABLES FROM EXISTING CONDUITS.-REFER TO
5o TRAFFIC SIGNAL PLAN. iet=t
L Sq INSTALL VIDEO DECTECTION. REFER TO TRAFFIC SIGNAL-PLAN.
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$ INTERCONNECT PLAN

TIC - 03

STATE OF MARYLAND
DEPARTMENT OF TRANSPORTATION
STATE HIGHWAY ADMINISTRATION

OFFICE OF TRAFFIC & SAFETH3
TRAFFIC ENGINEERING DESIGN DIVISION

MD 27 FROM RIDGE AVE.TO 1,300 FT. NORTH
OF CENTER ST. WIDENING AND RESURFACING
MOUNT AIRY, MARYLAND
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TEMPORARY INTERCONNECT PLAN
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